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QUADRO ELETTRICO_DOMOTICA 

1.VSDX

MOTOR CONTROL

INPUT:100-240V – 50/60HZ

OUTPUT: 1 / 2 HP MAX/OUTPUT

6 DIN

HIG-VOLTAGE SWITCHING

16A RES/10A INC/5A FLUOR MAX/

OUTPUT

240V – MAX 50/60HZ

8 DIN

HIG-VOLTAGE SWITCHING

16A RES/10A INC/5A FLUOR MAX/

OUTPUT

240V – MAX 50/60HZ

8 DIN

HIG-VOLTAGE SWITCHING

16A RES/10A INC/5A FLUOR MAX/

OUTPUT

240V – MAX 50/60HZ

8 DIN

HIG-VOLTAGE SWITCHING

16A RES/10A INC/5A FLUOR MAX/

OUTPUT

240V – MAX 50/60HZ

8 DIN

HIG-VOLTAGE SWITCHING

16A RES/10A INC/5A FLUOR MAX/

OUTPUT

240V – MAX 50/60HZ

8 DIN

HIG-VOLTAGE SWITCHING

16A RES/10A INC/5A FLUOR MAX/

OUTPUT

240V – MAX 50/60HZ

8 DIN

DISTRIBUTION HUB

6 DIN

100-240V – 50/60HZ

60 WATT POWER 

SUPPLAY

INPUT:100-240V – 50/

60HZ

OUTPUT: 2A@24VDC

8 DIN

100-240V – 50/60HZ

60 WATT POWER 

SUPPLAY

INPUT:100-240V – 50/

60HZ

OUTPUT: 2A@24VDC

8 DIN

ETHERNET

10/100TX PD
L

n

k

D

a

t

AUTOMATION 

PROCESSOR

9 DIN

Kit sistema domotico - quadro elettrico apparecchi modulari parte domotica elenco materiali:

- 1 modulo interruttore modulare

- 2 moduli alimentatori bus ( 220 VAC - 24 VDC out 60W 2.5A - 6 x linea NET)

- 1 modulo hub bus ( 3 x NET A-B-C)

- 1 modulo controller di sistema ( 1 x LAN BACnet/IP native -  8 x I/O - 4 x relè out  - 2 x COM serial - 4 x COM IR/serial - 2 x NET)

- 1 modulo DALI 2 canali ( 1 x LAN - 2 x DALI out - 2 x NET)

- 2 modulo 2 motori ( 2 x up/down con pulsante manuale - 2 x NET)

- 6 moduli relè 8 uscite ( 8 x uscite relè 10 A incandescent, 5 A fluorescent, 16 A resistive, 0.5 HP @ 240 Volts AC per channel - 2 x NET)

- 1 quadro elettrico 140 moduli DIN IP66 poliestre RAL 7035 con porta trasparente e serrature, misure 515x650x250 mm.
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RELAY ACTUATOR RELAY ACTUATOR

RELAY ACTUATOR RELAY ACTUATOR

MOTOR CONTROL

INPUT:100-240V – 50/60HZ

OUTPUT: 1 / 2 HP MAX/OUTPUT

6 DIN


